
1

Levels .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 2 - 7

Squares & Angles  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .   8 - 11

Lasers & Intelligent Tools  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .   12 - 25

Accesories  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .   26 - 27

CONTENT



2

VPA CERTIFICATION
The VPA Prüf- und Zertifizierungs GmbH is the leading certification organization that tests, 
evaluates and can certify the quality and adherence of tools to German laboratory 
standards and regulations.
The VPA CERTIFIED seal attests to the safety and the quality of the products with 
comprehensive testing procedures and continuous supervision.

The VPA tests include:
• Level accuracy according to VPA laboratory standard 
• Chemical testing of PAHs for plastics and compliance with German standards
• Reliability and breakage testing to determine the level's strength
• Safety tests according to German standard parameters
• Full-scope inspections according to all the applicable standards and guidelines 
• Regular supervision processes

The tests are based on the following principles
• EC directives
• EN, ISO, IEC standards 
• Legal regulations
• National technical standards
• Rules of technology and safety engineering
• Tested Safety (GS) mark 

At Kapro we have VPA certified products that testify 
to the high quality and standards with which we
operate and manufacture levels you can rely on and 
we can be proud of.
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ICONS

Success begins with vision. 
At Kapro, we transform great ideas into superbly crafted tools.

Plumb Site® Dual-View™ Vial
Unique front view of the 
vertical vial

Magnified Vial
Better readability

Gradient lines up to 2% 
More precise

Precision
Solid acrylic vials are 
individually calibrated

UV Resistant
Strong resistance to the 
fading effects of sunlight

Magnetic
Powerful magnetic
surface for accurate
hands-free leveling

Reversibility 
Up to 0.5mm/m 
in all positions

Angle Finder
Transfer angle 
measurements

Shockproof Vials
Superior longevity

Shockproof End Caps
Protects the level’s 
integrity and accuracy

Lifetime Vial Warranty
Solid acrylic vials are 
guaranteed not to fog, leak
or break

VPA
Vial accuracy certified by
the German VPA laboratory

KAPRO. TOOLS WITH VISION™
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 6
.5

cm
 (2

.6
")

987XL SATURN™

736g/m

2.
8c

m
 (1

.1
")

• 3 Solid acrylic shockproof vials, including:
 - 1 Horizontal magnified vial
 - 2 Vertical vials
•  Accuracy: <0.5mm/m (0.0005 in/in)
•  Finely milled surface (up to 120cm /48")
•  Rubber handle (2 handles from 80cm/32")
• Wall-grip feature
•  Shock absorbing rubber end caps

  1.4 mm

0.5mm/m (0.0005in/in.)

27006 Spirit Level KAPRO SATURN 600mm 3V 
27008 Spirit Level KAPRO SATURN 800mm 3V 
27010 Spirit Level KAPRO SATURN 1000mm 3V 
27012 Spirit Level KAPRO SATURN 1200mm 3V 
27020 Spirit Level KAPRO SATURN 2000mm 3V 

SPIRIT LEVELS

Kapro vials are individually machined from 
blocks of solid acrylic, epoxy locked into the level 

and are guaranteed for life against leakage or breakage.and are guaranteed for life against leakage or breakage.
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2.
6c

m
 (1

")

• 3 Solid acrylic shockproof vials, including:
 - 1 Horizontal vial with gradient lines up to 2%
 - 2 Vertical vials
• Accuracy: <0.5mm/m (0.0005 in/in)
• Finely milled surface (up to 120cm /48")
• Wall-grip feature
• Shock absorbing rubber end caps

 5
.6

cm
 (2

.2
")

977 NEPTUNE™

0.5mm/m (0.0005in/in.)

650g/m

1.4 mm

• 2-3 Solid shockproof acrylic vials
• Accuracy: <0.5mm/m (0.0005 in/in)
• Milled surface (up to 120cm /48")
• Wall-grip feature
• Shock absorbing rubber end caps

779 SPIRIT™

2c
m

 (0
.8

")
5c

m
 (2

")

571g/m

1.3 mm

0.5mm/m (0.0005in/in.)

27104 Spirit Level KAPRO NEPTUNE 400mm 3V
27106 Spirit Level KAPRO NEPTUNE 600mm 3V
27108 Spirit Level KAPRO NEPTUNE 800mm 3V
27110 Spirit Level KAPRO NEPTUNE 1000mm 3V
27112 Spirit Level KAPRO NEPTUNE 1200mm 3V
27115 Spirit Level KAPRO NEPTUNE 1500mm 3V
27118 Spirit Level KAPRO NEPTUNE 1800mm 3V
27120 Spirit Level KAPRO NEPTUNE 2000mm 3V
27204 Spirit Level KAPRO NEPTUNE 400mm 3V, magnet
27206 Spirit Level KAPRO NEPTUNE 600mm 3V, magnet
27208 Spirit Level KAPRO NEPTUNE 800mm 3V, magnet
27210 Spirit Level KAPRO NEPTUNE 1000mm 3V, magnet

27502 Spirit Level KAPRO SPIRIT 200mm 2V
27504 Spirit Level KAPRO SPIRIT 400mm 2V
27505 Spirit Level KAPRO SPIRIT 500mm 2V
27506 Spirit Level KAPRO SPIRIT 600mm 2V
27508 Spirit Level KAPRO SPIRIT 800mm 2V
27510 Spirit Level KAPRO SPIRIT 1000mm 2V
27512 Spirit Level KAPRO SPIRIT 1200mm 2V
27515 Spirit Level KAPRO SPIRIT 1500mm 2V
27518 Spirit Level KAPRO SPIRIT 1800mm 2V
27520 Spirit Level KAPRO SPIRIT 2000mm 2V
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cm
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.4
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108  INSTALLATION LEVEL 70cm (27.5") Plumber's Level

• 2 Epoxy locked solid acrylic vials:
 - 1 Vertical vial with Plumb Site Dual View

- 1 Horizontal vial with gradient lines up to 2%
• 5 Markers designed into the level’s profile at standard sink 

installation points: 
- 280mm for sink attachment to wall
- 150mm for faucet placement
- 75mm for water pipes below the sink

• Accuracy 0.5mm/m (0.0005in/in.)
• Shock absorbing rubber end caps
• Wall-grip feature keeps the level in place on a vertical surfaces
• Reinforced aluminum box profile

454g

2c
m

 (0
.8

")

1.8 mm

0.5mm/m (0.0005in/in.)

27550 Spirit Level KAPRO plumber's level 700mm 2V

1.4 mm

• 3 Solid acrylic shockproof vials, including:
 - 1 Horizontal vial with gradient lines up to 2%
 - 1 Vertical vial
 - 1  45° vial 
• Accuracy: <0.5mm/m (0.0005 in/in)
•  Precise straightedge ruler
• Finely milled surface (up to 120cm /48")
• Wall-grip feature
• Shock absorbing rubber end caps

770 EXODUS™ The Ruler in Levels
6c

m
 (2

.4
")

2.
5c

m
 (1

")

724g/m

0.5mm/m (0.0005in/in.)

27408 Spirit Level KAPRO EXODUS 800mm 3V,magnet
27410 Spirit Level KAPRO EXODUS 1000mm 3V,magnet



7

350  PIPE LEVEL 5 Piece Set

• 2 Cylindrical vials , including:
 Horizontal and Vertical
• Sizes for standard metal and plastic pipes (see table)

Weight: 166g

Nominal 
Sizes

IPS Steel
Stainless 
Steel PVC 

Plastic
Inches/ mm

CTS Copper

Inches/ mm

PP Plastic

Inches/ mm

1/2" 1/2
15

3/4
20 25

3/4" 3/4
20

1
25 32

1" 1
25

1 1/4-11/2
32-40 40

1 1/4"-1 1/2" 1 1/4-11/2
32-40

____
50

2" 2
50

_____
63

27551 Pipe level KAPRO 5pcs Set 2vials

985D DIGIMANTM Professional Magnetic Digital Level

1.1kg/m

• 2 Solid acrylic vials, including:

 - 1 Plumb Site® Dual-View™ vial

 - 1 Horizontal vial

• Digital accuracy: <0.1° at level & plumb, <0.2° 

 at other angles

• 45° Tilted LCD display with backlight

• 180° Readout – Readable, when level is inverted

• HOLD function for transferring measurements

• MODE function (Degree/percentage/pitch)

• Memory recall - 9 measurements

• Buzzer at 0°,45° and 90°

• Recalibration function & "False Zero"

• Large silicon buttons, easy to use while 

 wearing gloves

• 2 Finely milled surfaces with Rare-Earth magnets 

• Ergo Grip™ handles and shockproof end caps
• Waterproof bag

0.5mm/m (0.0005in/in.)

6c
m

 (2
.4

")

1.8 mm

27555 Spirit Level KAPRO digital 600mm 2V,magnet
27557 Spirit Level KAPRO digital 1200mm 2V,magnet
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3.
7c

m
 (1

.4
5"

)

227 TORPEDO STAR PLUS 23cm (9")

• 3 Cylindrical vials, including:Horizontal, vertical and 45°
• V-groove for pipes/conduit
• Magnetic base
• Rubber end caps 

100g

246  HANDY LEVEL 10cm (4")

• 1 Solid shockproof  acrylic vial 
• Accuracy: <0.5mm/m (0.0005 in/in)
• Lightweight aluminum box profile
• Shockproof end caps

80g

0.5mm/m (0.0005in/in.)

5c
m

 (2
")

10cm (4")

27559 Spirit Level KAPRO TORPEDO SP 230mm 3V,magnet

27558 Spirit Level KAPRO mini 100mm 1L,magnet
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SQUARES & ANGLES

325 MAGNETIC LOCK COMBINATION SQUARE

• Ruler Length: 30cm (12")
• Easy Grip™ magnet-held stainless steel scriber
• Heavy-duty zinc body
• Magnetic lock adjustment
• 5 Milled sides

• Permanently etched ruler markings (cm or in)
• Stainless steel blade
• Easy to read vial
• Heavy-duty cast zinc body
• Belt holster included

Our professional layout, marking and measuring tools 
help the professional get the job done right

27590 Magnetic Lock combination square KAPRO 300mm
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309 LEDGEND™ SQUARE

• Unique support ledge
• High-impact polymer handle
• Permanently etched stainless steel blade 
• 22.5°, 45° , 67.5° and 90° angles for beveling and framing
• cm/in gradations
• Stainless steel blade
• Certified 90°
• Marking point

From 20cm (8") to 40cm (16")

14
.5

cm
 (5

.8
")

27571 Square KAPRO Ledgend 250mm 
27572 Square KAPRO Ledgend 300mm 
27573 Square KAPRO Ledgend 400mm 

27575 Square KAPRO Ledge-it 300mm 
27576 Square KAPRO Ledge-it 400mm 

353 LEDGE-IT SQUARE The Holiest of Squares

From 20cm (8") to 35cm (14")

• Certified 90° angle
• Aluminum cast handle
• Stainless steel ruler
• 3 Milled surfaces
• Two sided 30° cast-in handle platform
• Retractable metal ledge support
• Etched cm gradations 
• Etchings and holes at 10°, 15°, 22.5°, 30°, 45°, 50° & 60° 

for beveling and framing
• Holes every cm to for fluid pencil marking
• Marking groove on handle
• Hanging hole

15
cm

 (5
.9

")
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• Anodized aluminum finish
• Double edge and angular marking
• Certified 90°
• Angler markings: 15°, 20°, 22.5°, 30°,    
 45°, 60°, 70°, 75° and 80°
• délka 120cm (48")

316 DRYWALL T-SQUARE

27592 Drywall T-Square KAPRO 1200 mm 

27595 Multifunctional measure mate KAPRO 1200mm 2V

313 MEASURE MATE  The Ultimate Home-Improvement Tool

Level
Sturdy triangular 
profile  + 2 easy-
to-read vials

Align
Sliding markers: 
set & transfer 
measurements 

Cut
Sliding knife guide: 
safe & accurate 

Center
Zero & center 
point scales

Grip
Nail gripper and drill 
bit diameter gauge: 
safe and easy nailing

Place
Electrical & plumb-
ingscale 
for power sockets & 
faucets 



12

27597 Chalk line & level KAPRO

CHALK LINES

Kapro Chalk lines are designed with all the up-to-date 
features.  Easy to use, they help you work quickly and 
accurately

214 SURE GRIP CHALK LINE & LEVEL

• Shockproof bi-material case
• “Sure grip” ergonomic handle
• Retractable line level clicks into chalk line
• 6X Faster rewind & string lock mechanism
• All-in-one end hook: holds on nails, ledges and tacks 
 into drywall
• Break-resistant & powder absorbent chalk line string

• Clean chalk refill – won’t spill
• Wall mount & storage hanger
• 85g (3oz) Capacity
• 30m (100') Line
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LASERS

870G VHX PROLASER® VIP
The indoor/outdoor shielded cross line laser

Keypad

On/Off switch

Shock resistant 
rubber casing

Laser projector window
Horizontal & Vertical

Pulse/ Outdoor Mode

Manual Mode

Beam Selector

10cm (4.15")

9c
m

 (3
.5

4"
)

IP65

Features:
•	 Green horizontal and vertical cross lines at 90°
•	 Indoor laser range 30m (100')
•	 Outdoor laser range 60m (200') with detector
•	 Accuracy: ±0.2mm/m (0.0002"/")
•	 Self-leveling range:  ±3° 
•	 Manual mode
•	 Audio & visible “Out of level” warning
•	 Pulse mode 
•	 Water and dust proof (IP65)
•	 Protective rubber over molded casing
•	 Tripod-ready: 1/4" thread

Includes:
•	 Laser target, universal wall mount (886-23), tripod 		
adaptor for 5/8" thread (841) batteries and a soft 		
carry bag

Applications
•	Tiling
•	Deck installation and exterior layout
•	Door and window installation

3 AA
Included

27620 KAPRO GREEN VHX PROLASER VIP

I N D O O R
OUTDOOR
AND TILT
M O D E
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3cm (1.18")

12
cm

 (4
.7

")
 x

 5
.5

cm
 ( 

2.
1"

)

• Measuring range: up to 100m (328’)
• Accuracy: ±1.5mm
• BeamFinder™ flip cover helps you to clearly
 locate the laser dot on the intended target 
 surface and protects the keypad
• Measures the shortest distance to target with  
 Dynamic (continuous) measuring
• Measures area, volume, Pythagoras
• Choice of 3 reference points
• Integrated inclinometer
• Bluetooth communication and friendly free 

application
• Advanced memory function
• Impact-resistant rubber over-mold
• Tripod-ready: 1/4" thread
• Battery indicator

2 AAA
Included

377 KAPROMETER™ K7 
With Beamfinder™ flip cover  

Beamfinder™ flip cover 

Impact-resistant rubber over-mold

Power button

1. LCD Display
2. Indirect Measurement
    I,II & III
3. Subtraction
4. Timer
5. Reference point
6. Clear / Power 
7. Memory Record/ Recall
8. Addition
9. Area / Volume
10.Measure
11. Backlight 
12. Dynamic Measuring
13. Units 
14. Bluetooth     
15. Beamfinder™ Flip cover

RANGE
UP TO

100m

LCD screen

INCLINOMETER

Double
Pythagoras

27601 KAPROMETER K7
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2 AAA
Included

Beamfinder™ flip cover 

Impact-resistant rubber over-mold

LCD screen

Function / memory key

363 KAPROMETER™ K-3 
With Beamfinder™ flip cover  

21cm (8.3")

10
.5

cm
 (4

.1
5"

)

•	 Accuracy: ±2mm/m 
•	 Measuring Range up to 30m (100')
•	BeamFinder™ flip cover offers higher visibility and keypad protection
•	Measures:  area, volume & pythagorean
•	The shortest distance to target with Dynamic (continuous) measuring
•	Choice of 2 reference points
•	Choice of 5 measuring units
•	Backlit LCD display
•	Impact-resistant rubber over-mold
•	Battery indicator

On/Off /Clear key

On / measurement key

Reference / unit key

27600 KAPROMETER K-3

RANGE
UP TO 30m
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10.5cm (4.15")

4.
5c

m
 (1

.7
7"

)

862 PROLASER® CROSS LINE LASER
Indoor red cross-line laser 

Magnet

V-Groove

Hanging hole

“Velcro” strip

On/Off switch

Magnet

I N D O O R
AND TILT
M O D E

• Red vertical, horizontal and cross beams 
• Indoor laser range: 20m (65') 
• Accuracy: 0.2mm/m (0.0002"/")
• Self-leveling range ±3° 
• Manual mode for angular layout/ tilted marking
• Visual “Out of level” warning
• Tripod  ready: 1/4" thread
• V-groove
• Rare earth magnets
• “Velcro” strip 
• Hanging hole

Includes
• Soft carry case

Applications
• Tiling
• Laying cabinets
• Hanging curtains
• Many types of decorative work

2 AA
Included

27611 (862S)
Laser with tripod 
1.3m (4.2')

 Rare earth magnets
 “Velcro” strip 
 Hanging hole

• Soft carry case

Applications

• Laying cabinets
• Hanging curtains
• Many types of decorative work

(862S)
Laser with tripod 
1.3m (4.2')

27610 KAPRO PROLASER 
27611 KAPRO PROLASER,tripod 1,3 m 
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27612 KAPRO GREEN PROLASER 
27613 KAPRO GREEN PROLASER, tripod 1,3 m

10.5cm (4.15")

4.
5c

m
 (1

.7
7"

)

862G PROLASER® CROSS LINE LASER
Indoor green cross-line laser 

Magnet

V-Groove

Hanging hole

“Velcro” strip

On/Off switch

Magnet

I N D O O R
AND TILT
M O D E

27613 (862GS)
Laser with tripod 
1.3m (4.2') 

• Green cross beams 
• Indoor laser range: 20m (65') 
• Accuracy: 0.4mm/m (0.0004"/")
• Self-leveling range ±3° 
• Manual mode for angular layout/ tilted marking
• Visual “Out of level” warning
• Tripod ready: 1/4" thread
• V-groove
• Rare earth magnets
• “Velcro” strip 
• Hanging hole

Includes
• Soft carry case

Applications
• Tiling
• Laying cabinets
• Hanging curtains
• Many types of decorative work

Option:
• Laser with 1.3m tripod (862GS)

2 AA
Included
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27616 (872S)
Laser with Tripod 1.3m

3 AA
Included

Shock resistant 
rubber casing

Laser projector 
window
Horizontal & Vertical On/Off 

switch

Keypad

Manual mode

Beam selector

Pulse/ outdoor mode

Anti-slip grips

872 PROLASER®  PLUS  
Free standing red cross-beam laser 

Strong folding legs for angle 
mounting and height adjustment

•	Intersecting red horizontal and vertical beams at  90°
•	Laser range:
	 - Indoor: 30m (100') 
	 - Outdoor with detector: 50m (165') 
•	Accuracy: 0.2mm/m (0.0002"/")
•	Self-leveling range ±3° 
•	Manual mode for angular layout/ tilted marking
•	Visual and audible “Out of level” warning
•	Strong folding legs for angle mounting
•	Shock resistant rubber casing
•	Tripod  ready: 1/4" thread

Includes
•	Pouch and tripod adaptor for 5/8" thread (841)
 
Applications
•	Aligning tiles, cabinets, borders, moldings and trims
•	Deck installation and exterior layout
•	Door and window installation
•	All types of DIY jobs, including hanging shelves, 		
	 pictures and more

I N D O O R
OUTDOOR
AND TILT
M O D E

7.1cm (3")

9.
6c

m
 (3

.8
")

27615 KAPRO PROLASER PLUS
27616 KAPRO PROLASER PLUS, tripod 1,3 m
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3 AA
Included

27617 KAPRO GREEN PROLASER PLUS
27618 KAPRO GREEN PROLASER PLUS,tripod 1,3 m

872G PROLASER® PLUS GREEN
Free standing green cross-laser

Shock resistant 
rubber casing

Laser projector 
window
Horizontal & Vertical

On/Off 
switch

Keypad

Anti-slip grips

Strong folding legs for angle 
mounting and height adjustment

I N D O O R
OUTDOOR
AND TILT
M O D E

Manual Mode

Beam Selector

Pulse/ Outdoor Mode

•	Intersecting green horizontal and vertical beams at  90°
•	Laser range:
	 - Indoor: 30m (100’) 
	 - Outdoor with detector: 60m (200') 
•	 Accuracy: 0.2mm/m (0.0002"/")
•	 Self-leveling range ±3° 
•	 Manual mode for angular layout/ tilted marking
•	 Visual and audible “Out of level” warning
•	 Strong folding legs for angle mounting
•	 Shock resistant rubber casing
•	 Tripod  ready: 1/4" thread

Includes
•	Pouch and tripod adaptor for 5/8” thread (841) 

Applications
•	Aligning tiles, cabinets, borders, moldings and trims
•	Door and window installation
•	All types of DIY jobs, including hanging shelves, 
	 pictures and more

27618 (872GS)
Laser with Tripod 1.3m
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873 PROLASER® VECTOR
The red genie with the 3 Cross–laser lines

Keypad

Horizontal window

Vertical window-1
Vertical window-2

Anti-slip grips

Strong folding legs for angle 
mounting and height adjustment

Manual Mode

Beam Selector

Pulse/ Outdoor Mode

•	 3 Red laser beams, including: 
	 - 1 Horizontal 
	 - 2 Vertical (with a 90° intersection)
•	 Laser range:
	 - Indoor: 30m (100') 
	 - Outdoor with detector: 50m (165') 
•	 Accuracy: 0.2mm/m (0.0002"/")
•	 Self-leveling range ±3°
•	 Manual mode for angular layout/ tilted marking
•	 Visual and audible “Out of level” warning
•	 Strong folding legs for angle mounting
•	 Shock resistant rubber casing
•	 Tripod  ready: 1/4" thread

Applications
•	 Aligning tiles, cabinets, borders, moldings and trims
•	 Door and window installation
•	 All types of DIY jobs, including hanging shelves, 
	 pictures and more

3 AA
Included

7.1cm (3")

9.
6c

m
 (3

.8
")

27622 KAPRO PROLASER VECTOR
27623 KAPRO PROLASER VECTOR,tripod max. 3,2 m

I N D O O R
OUTDOOR
AND TILT
M O D E
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873G PROLASER® GREEN VECTOR
The green genie in your toolbox, the superior advantage

Keypad

Horizontal window

Vertical window-1

Vertical window-2

Anti-slip grips
Strong folding legs for angle 
mounting and height adjustment

Manual Mode

Beam Selector

Pulse/ Outdoor Mode

I N D O O R
OUTDOOR
AND TILT
M O D E

•	 3 Green laser beams, including: 
	 - 1 Horizontal 
	 - 2 Vertical (with a 90° intersection)
•	 Laser range:
	 - Indoor: 30m (100') 
	 - Outdoor with detector: 60m (200') 
•	 Accuracy: 0.2mm/m (0.0002"/")
•	 Self-leveling range ±3° 
•	 Manual mode for angular layout/ tilted marking
•	 Visual and audible “Out of level” warning
•	 Strong folding legs for angle mounting
•	 Shock resistant rubber casing
•	 Tripod ready: 1/4" thread

Applications
•	 Aligning tiles, cabinets, borders, moldings and trims
•	 Door and window installation
•	 All types of DIY jobs, including hanging shelves, 
	 pictures and more

3 AA
Included

27625 (873S)
Laser with pole tripod 
up to 3.2m (10.5')

7.1cm (3")

9.
6c

m
 (3

.8
")

27624 KAPRO GREEN PROLASER VECTOR
27625 KAPRO GREEN PROLASER VECTOR,tripod max. 3,2 m
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Horizontal laser 
output window

Vertical laser output 
window x4

Keypad

Surface level

Fine adjustment knob

Adjustable 
support legs

Gradated scale

1. Horizontal line button
2. Vertical lines button
3. Manual mode button
4. Pulse/ Outdoor Mode

875 PROLASER® ALL-LINES

5.11" (13cm)

7.
28

" 
(1

8.
5c

m
)

I N D O O R
O U T D O O R
AND TILT
M O D E

• 6 Red laser beams, including: 
	 - 1 Horizontal 
	 - 4 Vertical (with a 90°  intersection on the ceiling)
	 - 1 Plumb dot
•	Laser range:
	 - Indoor: 30m (100') 
	 - Outdoor with detector: 50m (165') 
•	Accuracy: 0.2mm/m (0.0002"/")
•	Self-leveling range ±2.5° 
•	Manual mode for tilted marking
•	Visual and audible “Out of level” warning
•	Rechargeable Lithium battery
•	USB connector for battery charging
•	Fine adjustment knob
•	Tripod ready: 5/8" thread

Includes
•	Beamfinder™ glasses, laser target, rechargeable lithium 

battery and soft carry case

Applications
•	Setting floor and wall tiles
•	Drywall, deck & acoustic ceiling installation
•	Framing and aligning windows and doors
 

Included
Lithium battery

27626 KAPRO PROLASER ALL-LINES
27627 KAPRO PROLASER ALL-LINES,tripod

27627  SET se 
tripodem v pevném 
pouzdru



23

Horizontal laser 
output window

Vertical laser output 
window x4

Keypad

Surface level

Adjustable 
support legs

Gradated scale

1. Horizontal line button
2. Vertical lines button
3. Manual mode button
4. Pulse/ Outdoor Mode

875 PROLASER® ALL-LINES GREEN

Fine adjustment knob

I N D O O R
OUTDOOR
AND TILT
M O D E

• 6 Green laser beams, including: 
	 - 1 Horizontal 
	 - 4 Vertical (with a 90° intersection on the ceiling)
	 - 1 Plumb dot
•	Laser range:
	 - Indoor: 30m (100') 
	 - Outdoor with detector: 60m (200') 
•	Accuracy: 0.2mm/m (0.0002"/")
•	Self-leveling range ±2.5° 
•	Manual mode for tilted marking
•	Visual and audible “Out of level” warning
•	Rechargeable Lithium battery
•	USB connector for battery charging
•	Fine adjustment knob
•	Tripod ready: 5/8" thread

Includes
•	Beamfinder™ glasses, laser target, rechargeable 

lithium battery and soft carry case

Applications
•	Setting floor and wall tiles
•	Drywall, deck & acoustic ceiling installation
•	Framing and aligning windows and doors

27628 KAPRO GREEN PROLASER ALL-LINES

5.11" (13cm)

7.
28

" 
(1

8.
5c

m
)

Included
Lithium battery

Micro USB port

Tripod 
thread 5/8"
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27640 KAPRO PROLASER 3D ALL-LINES

883N PROLASER® 3D ALL-LINES  
360° Beams in every direction - Indoor & Outdoor Use

Horizontal laser beam window 3600

Forward vertical 
laser beam 
window 3600

Side vertical 
laser beam 
window 3600

Multi-functional magnetic mount, laser target , hard carry case

7.1cm (3")

9.
6c

m
 (3

.8
")

I N D O O R
OUTDOOR
AND TILT
M O D E

• Three 360° Red laser beams, including: 
 -  Horizontal 
 - Side vertical 
 - Forward vertical
• Laser range:
 - Indoor: 20m (65') 
 - Outdoor with detector: 60m (200') 
• Accuracy: 0.2mm/m (0.0002"/")
• Automatic self-leveling up to ±3° 
• Manual mode for tilted marking
• Pulse mode
• Tripod ready: 1/4" & 5/8" thread

Includes
• Multi-functional magnetic mount, laser target and 

hard carry case.

Applications
• Accurately laying out right angles for flooring, 

drywall installation and deck construction
• Leveling slopes (manual mode)
• Acoustic ceiling installations
• Framing and aligning windows and doors

4 AA
Included
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883G PROLASER® 3D ALL-LINES - GREEN  
360° beams in every direction - Indoor & Outdoor Use

Horizontal laser beam window 3600

Forward vertical 
laser beam 
window 3600

Side vertical 
laser beam 
window 3600

7.1cm (3")

9.
6c

m
 (3

.8
")

Hard carry case, multi-functional magnetic mount, laser target
green BeamfinderTM glasses, battery charger and lithium-ion 
battery

I N D O O R
OUTDOOR
AND TILT
M O D E

• Three 360° Green laser beams, including: 
	 - Horizontal 
	 - Side vertical 
	 - Forward vertical
•	Laser range:
	 - Indoor: 20m (65') 
	 - Outdoor with detector: 70m (230') 
•	Accuracy: 0.2mm/m (0.0002"/")
•	Automatic self-leveling up to ±3° 
•	Manual mode for tilted marking
•	Pulse mode
•	Tripod ready: 1/4" & 5/8" thread

Includes
• Lithium-ion battery, battery charger, green 
	 Beamfinder™ glasses, laser target, multi-functional magnetic 

mount and hard carry case.

Applications
• Accurately laying out right angles for flooring, drywall installa-

tion and deck construction
•	Leveling slopes (manual mode)
•	Acoustic ceiling installations
•	Framing and aligning windows and doors

Included
Lithium battery

27641 KAPRO GREEN PROLASER 3D ALL-LINES
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899 PROLASER® SELF-LEVELING ROTA-LINE

18.5cm (7.3")

14
.5

cm
 (5

.7
")

Control panel

Carring handle

Protective shock absorbing cover

Laser window

Rotating head

I N D O O R
OUTDOOR
AND TILT
M O D E

For remote
control

For laser 
detector

2 AAA
   Included

9V
Not Included

Rechargeable

•	Horizontal or vertical 360° rotating beam
•	Plumb Down and Plumb Up points
•	Five variable speeds (0,60, 120, 300 & 600 rpm)
•	Six scan modes create visible laser line
•	Laser range:
    – Indoor: 50m (165') 
    – Outdoor with detector: 250m (800') 
•	Accuracy: 0.1mm/m (0.0001"/")
•	Electronic self-leveling range of ±5° 
•	Manual leveling for marking slopes of up to ±5° in 	    
 both X and Y planes
•	  “Out of range” indicator
•	Tripod  ready: 5/8" thread

Includes
•	Remote control, laser detector, BeamFinder™ 
	 glasses, rechargeable batteries and battery 
	 charger- AC/DC converter and shockproof case

Applications
•	Laying foundations
•	Wall, fence and deck construction
•	Laying water and sewage lines
•	Drywall, partitions and acoustic ceilings installations

Control panel 

1. 	 Power indicator
2. 	 Low battery indicator       
3. 	 Manual mode indicator
4. 	 Power button
5. 	 Rotation speed control 
6. 	 Scanning mode control 
7. 	 Manual/Automatic mode
8. 	 Increase X axis slope control (manual mode only)
9. 	 Reduce X axis slope control button (manual mode only)
10. Increase Y axis slope control (manual mode only)
11. Reduce Y axis slope control (manual mode only)
12. Clockwise direction control (scan mode only)      
13. Anticlockwise direction control (scan mode only)
14. Remote control sensor

27645 KAPRO PROLASER ROTA-LINE
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27665
Tripod KAPRO
Professional
(max 2 .32m)

27666 Tripod KAPRO
(max 1 .20m) 27667

Expandable Pole 
KAPRO,tripod
(max 3 .2m)

• Professional tripod – up to 2.32 
meters, with scale and vial

• Lightweight tripod –up to 1.20  meters, 
with vial

886-48
 Tripod for Laser Level

886-28
 Tripod for Laser Level

886-58
Pole with Tripod

• Telescoping pole  
 with locking 
 sections
• 3.2 meters (10.5')  
 maximum height
• Strong lightweight 
tripod stand 
 with surface level
• Adjustable laser  
 mount with 1/4" 
 UNC thread

886-30
 Expandable Pole for Laser Level

• Self-clamping be-
tween floor and ceiling
• 3.2 meters (10ft) 
maximum height
• Includes adjustable 
laser mount with 5/8" 
UNC thread

27668 Expandable Pole for 
Laser Level 27671 Laser Beam Detector 

KAPRO GREEN

27670 Laser Beam Detector KAPRO

894-04
Red Laser Beam Detector

For use with Pulse enabled 
laser tools for extended ranges

894-04G
Green Laser Beam Detector

For use with Pulse enabled 
laser tools for extended ranges
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27672 Red Laser Target 
KAPRO 27673 Green Laser Target 

KAPRO

845
Red Laser Target

•	Magnetic
•	Special reflective surface
•	Graduated target (in/cm)

845G
 Green Laser Target

•	Magnetic
•	Special reflective surface
•	Graduated target (in/cm)

840 
Beamfinder™ Glasses

840G 
Beamfinder™ Glasses

Enhances visibility of laser beam

Enhances visibility of laser beam

27676 Beamfinder™ Glasses 
GREEN

27675 Beamfinder™ Glasses

886-23
Universal Wall mount

886-24
Multi-Functional, Magnetic Mount

886-25
Multi-Functional, Magnetic Mount

27660 Universal Wall mount KAPRO,magnet 27661 Multi-Functional, Magnetic Mount

27662 Multi-Functional, Magnetic Mount 

27669 Adapter KAPRO 1/4” - 5/8”

•	Converts tripod thread from 1/4'' UNC to 5/8'' UNC

841 
Tripod dapter
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27680 Wall display KAPRO TOTAL

Kapro Specialist
12 Piece metal display for 4 specialty levels:

• Electrician 
 783 Level 120cm – 3 pcs.
• Drywall 
 773 Stud Layout Level 90cm – 3 pcs.
• Plumbing Installation 
 108 70cm – 3 pcs.
• Mason - 920 SHARK®

 60, 80, 100cm – 1 pcs each length

24 Piece Universal Metal display
Ships flat, ready to assemble

Elegant Glass display cabinet
4 Shelfs with glass door

Measurements:
40 x 40 x 163 cm
15.7" x 15.7" x  64"

KAPRO DISPLAY

TOTAL KAPRO
Painted stainless  steel wall display with hooks
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27677  Metal display for Spirit Level KAPRO 12pcs 27678  Universal Metal display KAPRO 24pcs

27679 Glass display cabinet KAPRO, 4 shelfs
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PRESENTATION OF LASERS AT THE STORE

•  By using the telescopic tripod 27667 and 3 multifunctional holders 
27662, you will create an effective stand for your chosen lasers.

OUR TIP

Pole display by using Telescopic tripod  

+
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27006
27008
27010
27012
27020
27104
27106
27108
27110
27112
27115
27118
27120
27204
27206
27208
27210
27408
27410
27502
27504
27505
27506
27508
27510
27512
27515
27518
27520
27550
27551
27555
27557
27558
27559
27571
27572
27573
27575
27576
27590

27592
27595
27597
27600
27601
27610
27611
27612
27613
27615
27616
27617
27618
27620
27622
27623
27624
27625
27626
27627
27628
27640
27641
27645
27660
27661
27665
27666
27667
27668
27669
27670
27671
27672
27673
27675
27676
27677
27678
27679
27680

Spirit Level KAPRO SATURN 600mm 3V

Spirit Level KAPRO SATURN 800mm 3V

Spirit Level KAPRO SATURN 1000mm 3V

Spirit Level KAPRO SATURN 1200mm 3V

Spirit Level KAPRO SATURN 2000mm 3V

Spirit Level KAPRO NEPTUNE 400mm 3V

Spirit Level KAPRO NEPTUNE 600mm 3V

Spirit Level KAPRO NEPTUNE 800mm 3V

Spirit Level KAPRO NEPTUNE 1000mm 3V

Spirit Level KAPRO NEPTUNE 1200mm 3V

Spirit Level KAPRO NEPTUNE 1500mm 3V

Spirit Level KAPRO NEPTUNE 1800mm 3V

Spirit Level KAPRO NEPTUNE 2000mm 3V

Spirit Level KAPRO NEPTUNE 400mm 3V,magnet

Spirit Level KAPRO NEPTUNE 600mm 3V,magnet

Spirit Level KAPRO NEPTUNE 800mm 3V,magnet

Spirit Level KAPRO NEPTUNE 1000mm 3V,magnet

Spirit Level KAPRO EXODUS 800mm 3V,magnet

Spirit Level KAPRO EXODUS 1000mm 3V,magnet

Spirit Level KAPRO SPIRIT 200mm 2V

Spirit Level KAPRO SPIRIT 400mm 2V

Spirit Level KAPRO SPIRIT 500mm 2V

Spirit Level KAPRO SPIRIT 600mm 2V

Spirit Level KAPRO SPIRIT 800mm 2V

Spirit Level KAPRO SPIRIT 1000mm 2V

Spirit Level KAPRO SPIRIT 1200mm 2V

Spirit Level KAPRO SPIRIT 1500mm 2V

Spirit Level KAPRO SPIRIT 1800mm 2V

Spirit Level KAPRO SPIRIT 2000mm 2V

Spirit Level KAPRO Plumber’s Level 700mm 2V

PIPE LEVEL 5 Piece Set 2V

Spirit Level KAPRO digital 600mm 2V,magnet

Spirit Level KAPRO digital 1200mm 2V,magnet

Spirit Level KAPRO mini 100mm 1L,magnet

Spirit Level KAPRO TORPEDO SP 230mm 3V,magnet

Square KAPRO Ledgend 250mm 

Square KAPRO Ledgend 300mm 

Square KAPRO Ledgend 400mm 

Square KAPRO Ledge-it 300mm 

Square KAPRO Ledge-it 400mm 

Magnetic Lock combination square KAPRO

Drywall T-Square KAPRO 1200 mm 

Multifunkční měřítko KAPRO 1200mm 2V

Navíječ se šňůrou KAPRO s libelou

KAPROMETER K-3

KAPROMETER K7

KAPRO PROLASER 

KAPRO PROLASER,tripod

KAPRO GREEN PROLASER 

KAPRO GREEN PROLASER, tripod 

KAPRO PROLASER PLUS

KAPRO PROLASER PLUS,tripod

KAPRO GREEN PROLASER PLUS

KAPRO GREEN PROLASER PLUS,tripod

KAPRO GREEN VHX PROLASER VIP

KAPRO PROLASER VECTOR

KAPRO PROLASER VECTOR,tripod

KAPRO GREEN PROLASER VECTOR

KAPRO GREEN PROLASER VECTOR,tripod

KAPRO PROLASER ALL-LINES

KAPRO PROLASER ALL-LINES,tripod

KAPRO GREEN PROLASER ALL-LINES

KAPRO PROLASER 3D ALL-LINES

KAPRO GREEN PROLASER 3D ALL-LINES

KAPRO PROLASER ROTA-LINE

Držák na zeď KAPRO,magnet

Multifunkční držák KAPRO,magnet

Tripod KAPRO Professional (max 2.32m)

Tripod KAPRO (max 1.20m)

Expandable Pole KAPRO,tripod (max 3.2m)

Rozpínací tyč KAPRO pro lasery

Adaptér KAPRO 1/4” - 5/8”

Laserový přijímač KAPRO 

Laserový přijímač KAPRO GREEN

Magnetická cílová destička KAPRO

Magnetická cílová destička KAPRO GREEN

Rozjasňující brýle KAPRO 

Rozjasňující brýle KAPRO GREEN

Stojan na vodováhy KAPRO 12ks Specialist

Stojan na vodováhy KAPRO 24ks Universal

Skleněná vitrína KAPRO 4 police

Stojan KAPRO TOTAL

4
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