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MONTÁŽ A PROVOZ 

- 3cm. 
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OBSAH: 
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Přeloženo z originálu



 

Jste-li pravák, páku čerpadla byste měl mít nalevo, abyste mohl držet nástavec
ve své pravé ruce.  
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ÚDRŽBA: 
ČIŠTĚNÍ POSTŘIKOVAČE: 

a)  trysce. 
b)  
c)  
d) 

 
e) Vys  trysky a 

ventily. 
f) Necht  

 



ČIŠTĚNÍ FILTRU V RUKOJETI POSTŘIKOVAČE: 

a)  filtrem ven z  
b)  

ČIŠTĚNÍ PUMPY: 

Pokud v  

 

 

  

 

 

 

Problém Možná příčina Řešení 
tlak 
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rukojeti. 
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 rukojeti 
 

 rukojeti. 

 
 

 

 

TECHNICKÉ INFORMACE: 

Maximální objem 16l 
Min/Max délka 
trysky 

70cm 

Délka hadice 120cm 
Přípustný provozní 
tlak 

3 bar 

Přípustná provozní 
teplota 

35o C 

 



 

AJ: Instruction of use

Read carefully this instruction of use. Properly get acquainted with all informations and safety
instructions. Due to safety reasons is not adviced for persons younger 16 years, kids and other person

who is not acquainted with this instructions of sprayer use.
 

Contents:

1. Assembly and Operation
2. Maintenance
3. Trouble- shooting
4. Technical data

Installation and operation

a) Pass the un�xed end of each support strap through holes of metal buckle
so that the strap extends beyond about 2-3 cm.
b) through the harness fastener that is located under the handle so that
the adjustment of the strap are placed in the front.
c) Push the lock strap to the side of the support strap.
d) Pull the shoulder strap so as to lock the strap to prevent sliding thereof.
E) Buckles drag tabs on the bottom of the sprayer until you hear the click.



 

if you are right handed you should have pump lever on the left site, that you could
hold extension adapter in your right hand.
f ) Screw nut of brass nozzle  into a plastic trigger. After that is the assembly done.
g) properly mix the chemicals, which are going to be used. open the lid of tank
and �ll it with liquid till the higher mark on the tank.
h) screw the lid back and �rmly tighten by hand. Do not use pliers.
i) Place the sprayer  on your back and set the suitable lenght of strap.
j) Repeatedly  pump with lever of pump (7-9x) untill you feel resistance.
k) Press the trigger on the handle. Spreyer wil start syringe.
If you release the lever  syringe will stop 

Maintenance:

Cleaning:
a) Press the trigger on handle to release  pressure which is left in nozzle.
b) Screw o� the lid of tank. If the screw and surrounding is dirty . 
Thoroughly clean it
c) Clean the inside �lter and lid of tank with water.
d) Empty the tank and clean it with water, if needed use detergent.
e) Syringe water of the sprayer till it is empty. 
f ) Leave the sprayer open to get dry.



Cleaning of �lter in handle of sprayer:

a) Screw o� nutt and pull out hose with �lter from sprayer handle.
b) Clean �lter under �oating water and mount handle of sprayer.

Cleaning pump:

If in pump there is not a pressure even after cleaning of sprayer, you need to
clean the pump.

a) With screwdriver screw o� safety ring and pull o� connecting pole from pump.
b) Screw o� nutt and pull out pump.
c) Check the ring sealing and if needed use new one.
d) Pull out internal part of pump and sealing.
e) Wash all parts with clean water and detergent.
f ) Each part install back on its place in the cerrect order.

Problem

No pressure in pump

Postřikovač nepostřikuje,
přestože v něm je
dostatečný tlak, nebo
postřikuje velmi málo.

Nádrž jde těžko otevřít.

Valve in the lid of tank is
blocked

Vyčistěte víčko nádrže

Hadicové přípojky v
pumpě a rukojeti
postřikovače netěsní.

Utáhněte hadicové
přípojky v pumpě i
rukojeti.

Ucpaná tryska Vyčistěte trysku.

Ucpaný �ltr v rukojeti
postřikovače.

Vyčistěte �ltr v rukojeti.

Vyčistěte víčko nádrže.Nádrž jde těžko otevřít.

Possible cause Solution

Technical information:

Maximální objem 16 l

70 cm

120 cm

3 bar

35˚C

Délka hadice

Min/Max délka
trysky

Přípustný provozní
tlak

Přípustná provozní
teplota



Přeloženo z originálu

SK: Návod na použitie 
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MONTÁŽ A PREVÁDZKA 

a) raciek tak, aby 
popruh presahoval asi 2 - 3cm. 
b) 

 
c)  
d)  
e) 
zacvaknutie. 

 

OBSAH: 

 

 

 

 

 



 

Ak ste pravák, páku čerpadla by ste mal mať naľavo, aby ste mohli držať nástavec  
vo svojej pravej ruke. 
f )  
g) 

 
h)  
i)  
j) -  
k) 

 
 
ÚDRŽBA: 
ČISTENIE POSTREKOVAČA: 

a)  
b)  
c)  
d) 

potreba. 
e) 

ventily. 
f)  

 



ČISTENIE FILTRA V RUKOJETI POSTREKOVAČA: 

a)  
b)  

ČISTENIE PUMPY: 

Ak v pumpe nie je tlak ani po  

a)  

b) Odskrutkujte maticu a vytiahnite pumpu. 

c)  

d)  

e)  

f)  

Problém Možná príčina Rešenie 
nie je tlak  je 

 
 

  

 

 tryska.  trysku. 

 
 

 
 

 

 

TECHNICKÉ INFORMACE: 

Maximálný   objem 16l 
Min/Max délka 
trysky 

70cm 

Délka  hadice 120cm 
Prípustný tlak 3 bar 
Prípustná teplota 35 o C 
 


